
NON-FIRE 
RATED 

RAINSCREEN

POTENTIAL HIGH RISK

DETERMINE 
TYPE OF 

INSULATING 
MATERIAL

THERMOSETTING 
INSULATION

MINERAL FIBRE BASED
SATISFYING THE DEFINITIONS OF 

NON-COMBUSTIBLE OR MATERIALS OF LIMITED 
COMBUSTIBILITY AS DEFINED IN TABLES A6 OR 
A7 OF THE APPROVED DOCUMENT TO PART B

REMAINS POTENTIAL 
HIGH RISK

NO YES

HIGH RISK 
REMEDIAL WORK 

URGENT

WHOLE CLADDING 
SYSTEM TESTED TO 

BS8414 PART 1 & PART 
2 AS APPROPRIATE?

NO YES

MEDIUM RISK
REPLACE INCORRECT 

PANELS.
CARRY OUT IMMEDIATE RISK 
ASSESSMENT OF INTERNAL 

FIRE SAFETY, 
COMPARTMENTATION AND 

MEANS OF ESCAPE

TESTED TO BS476
PART 6 FIRE 

PROPAGATION
PART 7 SURFACE 

SPREAD OF FLAME?

Cladding Materials on Buildings Exceeding 18m in Height 


